
 ØD  G  L  kg 

 4  7996 04 00  16  38.5  0.008 

 6  7996 06 00  16  41  0.013 

 8  7996 08 00  19  51.5  0.017 

 10  7996 10 00  23  63.5  0.070 

 12  7996 12 00  23  66.5  0.050 

  

 Technical polymer, nickel-plated 
brass, NBR 

In-Line Equal Non-Return Valve 7996 

 ØD  C  E  F  H  kg 

 4 
 M5x0.8  7984 04 19  3  9  32  0.008 

 G1/8  7984 04 10  5  16  28.5  0.015 

 6 
 G1/8  7984 06 10  5  16  30.5  0.015 

 G1/4  7984 06 13  5.5  16  30.5  0.015 

 8 
 G1/8  7984 08 10  5  19  36  0.021 

 G1/4  7984 08 13  5.5  19  36  0.023 

 10  G3/8  7984 10 17  5.5  23  42  0.047 

 12 
 G3/8  7984 12 17  5.5  23  42  0.010 

 G1/2  7984 12 21  7.5  23  44  0.041 

  

 Technical polymer, nickel-plated 
brass, NBR 

In-Line Non-Return Valve, Supply,  Male BSPP and Metric Thread 7984 

 ØD  C  E  F  H  kg 

 4 
 M5x0.8  7994 04 19  3  9  32  0.790 

 G1/8  7994 04 10  5  16  28.5  0.018 

 6 
 G1/8  7994 06 10  5  16  30.5  0.015 

 G1/4  7994 06 13  5.5  16  30.5  0.015 

 8 
 G1/8  7994 08 10  5  19  36  0.023 

 G1/4  7994 08 13  5.5  19  36  0.023 

 10  G3/8  7994 10 17  5.5  23  42  0.050 

 12 
 G3/8  7994 12 17  5.5  23  42  0.043 

 G1/2  7994 12 21  7.5  23  44  0.045 

  

 Technical polymer, nickel-plated 
brass, NBR 

In-Line Non-Return Valve, Exhaust, Male BSPP and Metric Thread 7994 

 ØD  C  F  H  kg 

 4  R1/8  7985 04 10  16  28.5  0.016 

 6 
 R1/8  7985 06 10  16  30.5  0.016 

 R1/4  7985 06 13  16  30.5  0.021 

 8 
 R1/8  7985 08 10  19  36  0.022 

 R1/4  7985 08 13  19  36  0.020 

 10  R3/8  7985 10 17  23  42  0.049 

 12 
 R3/8  7985 12 17  23  42  0.042 

 R1/2  7985 12 21  23  44  0.048 

  Pre-coated thread

 Technical polymer, nickel-plated 
brass, NBR 

In-Line Non-Return Valve, Supply, Male BSPT Thread   7985 

 ØD  C  F  H  kg 

 4  R1/8  7995 04 10  16  28.5  0.015 

 6 
 R1/8  7995 06 10  16  30.5  0.016 

 R1/4  7995 06 13  16  30.5  0.022 

 8 
 R1/8  7995 08 10  19  36  0.022 

 R1/4  7995 08 13  19  36  0.026 

 10  R3/8  7995 10 17  23  42  0.048 

 12 
 R3/8  7995 12 17  23  42  0.042 

 R1/2  7995 12 21  23  44  0.048 

    Pre-coated thread

 Technical polymer, nickel-plated 
brass, NBR 

In-Line Non-Return Valve, Exhaust, Male BSPT Thread 7995 
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Non-Return Valves


